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Cut & Connect!

Riser Connection Kit

Faucet Connection Kit

1/2" Barbed Coupling

1/4" Tubing Stake

Galvanized Stake

1/2" Tubing

1/4" Tubing

Micro Spray

1/2" Barbed Tee

1/4" Tubing Plug

1/4" Emitter Tubing

Spot Watering Emitter

1/4" Barbed Coupling
1/4" Barbed Tee

1/2" Emitter Tubing

End ClosureTubing Plug

1/2" Barbed Elbow

Micro Bubbler

Determine your water source

Plug holes with 1/4" Tubing Plug After flushing out system, use the Figure-8 
End Closure to close the end of line. 

TIP:
Place spot watering emitter 
2/3 of the way between the 
tree trunk and outside of 
canopy (Equally space spot 
watering emitters if your tree 
requires more than one.)

Run tubing to your plants

Place the emitter tubing

Connect with fittings



Sprinkler System Design Guide

Receive your design package.

(800)-426-7782

www.rainbird.com

designservice@rainbird.com

For planning, purchasing and installing your home automatic sprinkler system. 
The Rain Bird® Sprinkler System Design Guide provides installation tips and product 
specs that help you understand and even design your own irrigation system. Or if 
you prefer, information sheets are included in the booklet to  request a design made 
by irrigation professionals, just follow these three easy steps.

Our Sprinkler System 
Design Service is available 
to anyone needing expert 

design service.

Sprinkler System Design Service
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Measure your yard.

Step 1Step 1

Sketch your yard.

Step 2Step 2

Mail or fax your plans.

Step 3Step 3



An automated irrigation system saves you water and much more!

Save water
The system is more convenient 
and efficient than manual 
watering-only the right amount of 
water is applied, where and when 
it is needed, which  minimizes 
waste.

For additional information about automated irrigation systems and water conservation tips, visit www.rainbird.com

Save time
The system operates 
automatically—on a 
pre-programmed schedule-to 
efficiently water your landscape, 
even when you're away from 
home.

Increase your property value
According to the National 
Association of Realtors, housing 
resale values increase by up to 
15% when landscapes are well 
maintained—and an automated 
irrigation system is the most 
efficient way to get those results.

Here are some practical tips to help you 
have a lush, green landscape... ... while using less water!

Don't Drown
	 The greatest waste of water comes from applying  
too much, too often—much of the water is never 
absorbed. Instead of watering for one long session, 
water a few times for shorter periods and take 
15-minute breaks in between each session. This will 
allow water to soak in, while minimizing runoff.

Divide By Zones
	 Different plants need different amounts of water. 
Divide your yard and landscape areas into separate 
irrigation zones so that grass can be watered separately 
and more frequently than groundcovers, shrubs 
and trees. Both sprinkler and drip irrigation can be 
incorporated to achieve more efficient use of water.

Consider Dripping
	 When it comes to watering individual trees, 
flowerbeds, potted containers or other non-grassy 
areas, consider applying water directly to the roots 
using low volume drip irrigation. This will reduce water 
waste through evaporation or runoff, and  will prevent 
unwanted weeds from growing.

Be Rain Smart
	 Adjust your irrigation system as the seasons 
and weather change-or better yet-install a shut-off 
device that automatically detects rain or moisture. 

These devices are inexpensive and enable you to take 
advantage of the water without having to pay for it. 

Watch The Clock
	 Water between 5 a.m. and 10 a.m.-when the sun is 
low, winds are calm and temperatures are cool.  Mid-
day watering tends to be less efficient because of water 
loss due to evaporation and windy conditions during 
the day.  Watering in the evening isn't a good idea 
either because leaves can remain wet overnight-an 
open invitation for fungus to grow. By watering in the 
morning, leaves have a chance to dry out during the day.  

Water Only Things That Grow
	 If you have an underground sprinkler system, make 
sure the sprinkler heads are adjusted properly to avoid 
watering sidewalks and driveways. A properly adjusted 
sprinkler head should spray large droplets of water 
instead of a fine mist to minimize evaporation and wind 
drift.

Do Routine Inspections
	 Since lawns and gardens should be watered in the 
early morning hours, a problem may not be discovered 
until it is too late. Periodically check  your sprinklers to 
make sure everything is working properly.  A clogged 
head or a broken line can ruin your landscape and 
water bill.
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At Rain Bird®, we believe it is our responsibility 
to develop products and technologies that use 
water efficiently. Our commitment also extends to 
education, training and services for our industry and 
our communities.

The need to conserve water has never been greater. 
We want to do even more, and with your help, we 
can. Visit www.rainbird.com for more information 
about The Intelligent Use of Water™.

The Intelligent Use of Water.™
LEADERSHIP   •   EDUCATION   •   PARTNERSHIP   •   PRODUCTS




