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Commercial Pump Station









Job Information Form

General Info:

	Date Submitted:       
	Date Required:       

	Project Name:       
	Project City and State:       

	Requested By (Customer):      
	Customer Contact Name:       

	Rain Bird Sales Rep:      
	Customer Phone #:       

	Distributor Name:       
	Distributor Contact Name:       

	Distributor Phone #:       
	Distributor E-Mail:       



Basic Pump Station Data:  Please attach written specs, if available.
	Type of Station:   Booster         Flooded Suction        Suction Lift – Amount of Lift        feet*

	Type of Power:    208 volt    230/240 volt    460/480 volt     Single Phase     Three Phase

	Pump Station Will Be Located:    Indoors – No Enclosure       Outdoors – With Enclosure

	GPM Requirement:  Maximum Required:         gpm                 Minimum Required:         gpm

	Discharge Pressure Required:        psi          If booster – dynamic inlet pressure available:        psi

	Desired type of pump:    Vertical Multistage    Horiz. End Suction    Submersible    Line Shaft Turbine  

	Wet well depth:        feet         Wet well diameter:       inches    Static water level from slab:        feet

	Elevation Above Sea Level at Site of Pump Station:       _ feet

	  Control panel only – existing pump horsepower:        hp  (supply all available data on existing pump)



Options:
	  Plumbing connections through enclosure walls
	  Plumbing connections through slab

	  Bypass manifold for booster station
	  Air to Water Heat Exchanger for VFD**

	  Fault alarm:   Light   Audible   Both
	  Enclosure heater, thermostat  & insulation

	  Standard intake screen & foot valve (suction lift)
	  Self cleaning intake screen  (suction lift)

	  On-shore swing check valve (suction lift)
	  Pressure relief valve

	  Communicate with  PC   Central Control
	  Lake or wet well level floats -  float     analog

	  Flow Sensor  Mechanical   Magnetic
	  Flow switch  (no flow read-out on touchscreen)

	  Optical isolator for sharing flow sensor data
	  Suction Zee pipe -  plain end   flange

	  Discharge Zee pipe -  plain end    flange
	  Wye strainer with auto-flush

	  Discharge filter with auto-flush – Micron:       
	  Pump start relay



Additional Info & Special Requests:        
 



* Contact factory if lift is more than 10 feet.

** Suggested for hot climates - temps over 90 degrees
Send completed form to:  pumps@rainbird.com      Fax: (520) 741-6191        Questions?  Call us:  (520) 806-5620
