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XFS SUBSURFACE DRIPLINE
Pressure- 8.5to 60 PSI    |    Flow rate – 0.9 GPH    |    Emitter spacing – 12”

Models
XFS-09-12-500

CONTROL ZONE KIT
• Flow rate – 3 to 15 GPM
• Inlet Pressure up to 150 PSI

Model: XCZ-100-PRF

• Outlet Pressure 40 PSI
• 200 mesh filter

DRIP SYSTEM COMPONENTS

XFF FITTINGS FOR DRIPLINE
Pressure – 0-50 PSI

Models: XFF-COUP, XFF-ELBOW, XFF-TEE, etc.

FLUSH VALVE
Model:  MDCF-COUP
Model: MDCF-CAP

AIR RELIEF VALVE
Use when tubing is below grade. Place at the highest elevation point of the system.

Model
ARV-050

GALVANIZED TIE-DOWN STAKES
Secure your tubing.

Model: TDS-6050

QF DRIPLINE HEADER
Use for Dripline Grid Headers and footers    |    100ft. coils, 12” and 18” spacing

Model: XQF-1012100

D41382

TUBING CUTTER
Model: PPC-200X

Compatible Fittings: Model: TLF-MPT8-0800  |  Model: TLF-CAP-0800


