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FRONT VIEW

2" NPT FLUSH LINE

INLET FLANGE
CONNECTION.
(150# ANSI 3")

SIDE VIEW

DISCHARGE FLANGE
CONNECTION
(150# ANSI 3")

HT-G-03-LE NOTES:
1. FILTER IS SUPPLIED WITH ELECTRIC BALL VALVE AND RAIN BIRD CONTROLLER.
2. FILTER BODY IS STAINLESS STEEL.
3. FILTER FLUSH LINE (1" NPT CONNECTION) DISCHARGE TO ATMOSPHERE,
    MUST  HAVE NO RESTRICTION  OR PIPE UNDER SURFACE OF LAKE. (PLUMBING SUPPLIED BY OTHERS)

FLOW RATE:                                350 GPM
SCREEN AREA:                          216 SQ IN
MAX TEMPERATURE:                       200°F
MAX PRESSURE                            150 PSI
WEIGHT SHIPPED                        ~90 LBSOUTLINE & DIMENSION

HYDRAULIC
CONNECTION

HYDRAULIC
CONNECTION

HIGHT PRESSURE
CONNECTION

SYSTEMS MFG. DIV.
TUCSON, ARIZONA

STAND ALONE FILTER

HT-G-03-LE

2 1
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DO NOT SCALE DRAWING

THIS DRAWING EMBODIES A CONFIDENTIAL PROPRIETARY
DESIGN ORIGINATED BY RAIN BIRD CORPORATION. ALL 
DESIGN, MANUFACTURING, USE AND SALE RIGHTS RE-
GARDING THE SAME ARE EXPRESSLY RESERVED. IT IS 
SUBMITTED UNDER A CONFIDENTIAL RELATIONSHIP FOR
A SPECIFIC PURPOSE AND THE RECIPIENT AGREES BY 
ACCEPTING THIS DRAWING NOT TO SUPPLY OR DISCLOSE
ANY INFORMATION REGARDING IT TO ANY UNAUTHORIZED
PERSON, OR TO INCORPORATE IN OTHER PROJECTS ANY 
SPECIAL FEATURE UNIQUE TO THIS DESIGN. ALL PATENT 
RIGHTS HERETO ARE EXPRESSLY RESERVED.
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