1. Two-Wire Decoder Controller:
   Rain Bird IQ ESP-LXD Satellite Two-Wire Decoder Controller with IQ NCC GPRS Cartridge in LXMM Metal Cabinet and LXMPped Metal Pedestal. Install Controller, Cabinet and Pedestal per manufacturer's recommendations.

2. Cellulare Antenna:
   Rain Bird IQEXTANGP GPRS/Cellular External Antenna (for use with LXMM Metal Cabinet only).

3. Concrete Pad: 6-Inch Minimum Thickness

4. Finish Grade

5. Power Supply Wire

6. 1-Inch SCH 40 PVC Conduit, Fittings and Sweep Ell for Power Supply

7. Compacted Subgrade

8. 3-Inch SCH 40 PVC Conduit, Fittings and Sweep Ell for Two Wire Cable

9. Maxicable Two-Wire Path to Decoders
   Use a different cable jacket color for each path

Notes:
1. IQ ESP-LXD Controller comes with 50 stations available. Two additional 75 station ESP-LXD-SUM75 modules may be added to expand the controller up to 200 total stations.

2. Provide proper grounding components to achieve ground resistance of 10 ohms or less.

3. Owner is responsible for providing cellular service capable of interfacing with NCC GPRS cartridge. Install controller in a location to maximize antenna reception. Conduct a survey of the site to assure a viable and consistent cellular connection before installing controller.