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LFX™ Aspersor de Bajo Volumen: Instrucciones de Ensamblado del 

Protector de Caminos 

1. Based on deflector trajectory, identify correct height 

position of Edge Guard.   

2. Based on desired position, correctly position one side 

of the Edge Guard onto sprinkler body. 
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3.  With Edge Guard partially installed, hold in place and 

align other side with the sprinkler body.  Make sure it 

is straight, then snap into place. 

LFX™ Low Flow Sprinkler: Edge/Road Guard Installation Instructions 

1. Basado en el ángulo de la trayectoria del deflector 

identifique la correcta altura del protector de caminos. 

2. De acuerdo con la posición deseada, coloque 

correctamente un lado del protector de caminos en el 

cuerpo del aspersor 

3.  Con el protector de caminos instalado parcialmente 

en un lado, sosténgalo en ese punto y alinee el otro 

lado del cuerpo del aspersor. Asegúrese que sea 

recto y se inserte adecuadamente. 
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4.  Verify correct position. 

4.  Verificar la posición correcta. 

Bottom view: Edge Guard secured. 

Vista inferior: protector de caminos en su lugar. 
Back view: Edge Guard in Low Angle position. 

Vista posterior: protector de caminos en posición de 

ángulo bajo 

Back view: Edge Guard in High Angle position. 

Vista posterior: protector de caminos en posición de 

ángulo alto 
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