NOTE:
1. RAIN BIRD XERI-POP CAN UTILIZE THE FOLLOWING NOZZLES:
SQ SQUARE NOZZLES (FORMERLY XPCN)
5 SERIES MPR NOZZLES (ALL CONFIGURATIONS)
5 SERIES PLASTIC BUBBLERS
8 SERIES MPR NOZZLES (8H, 8T AND 8Q)

XERI-POP MICRO-SPRAY 12" FROM

1-21-10

@ 6 OUTLET MANIFOLD WITH PRESURE

N-T.S. REGULATOR INTO PVC
OPTION 4C

Xeri—Pop 12 Option 4C.dwg

(1) FINISH GRADE

@ MICRO—SPRAY POP—UP:
RAIN BIRD XERI—POP XP—1200X
(1 OF 2 SHOWN, 6 POSSIBLE)
(3) %’ DISTRIBUTION TUBING:
RAIN BIRD XQ TUBING
(LENGTH AS REQUIRED)
(1 OF 2 SHOWN, 6 POSSIBLE)
SIX OUTLET MANIFOLD:
RAIN BIRD EMT—6XERI
@ SUBTERRANEAN EMITTER BOX:
RAIN BIRD SEB 7XB
@ PRESSURE REGULATOR:
RAIN BIRD PRS—050—30
@ PVC SCH 80 CLOSE NIPPLE

PVC SCH 40 TEE OR ELL
@ PVC LATERAL PIPE

3” MINIMUM DEPTH OF

%" WASHED GRAVEL
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