
Quick Setup



Quick System Setup Steps

1. Registration

2. Set Preferences in Profile

3. Setup Users

4. System Setup – Setup Weather Source(s)

5. System Setup – Setup Site(s)

6. Site(s) – Setup Landscape and Sprinkler Type(s)

7. Site(s) – Setup Controller(s)

8. Controller(s) – Setup Program(s)

9. Program(s) – Setup Sensor(s), Master Valve(s), Station(s)

10. Add Station(s) to Program(s)



 Registration
– Rainbird.com/products/IQ4-platform/

– IQ4.Rainbird.com



 Registration
– Select either

 Create New Account

 Existing User (IQ3 User to transfer to IQ4)



 Profile -> Preferences
– Login to IQ4 – Cloud

– Click on the Profile icon (far upper right)

– Enter mobile number, email address, password (if a change is required), language, date format, time 

format, default time zone, company time zone, first day of the week, units of measure and group & 

decimal separator

– Click on Save



 Setup Users
– Click on System Setup -> Admin

– Click on Add button  

– Enter Username (this will be their login name), email, password and access level (Select sites if Site Admin or User)

– Click on Save 



 System Setup -> Weather Source(s)
– System Setup -> Weather ->           -> Name, Weather Source Type, Time Zone, Elevation

– Weather Source Type -> Weather Source Location



 System Setup -> Site(s)
– Select System Setup -> Sites -> 

– Enter Name, Time Zone, Description and Weather Source

– Click on Save



 Site(s) -> Setup Landscape and Sprinkler Types
– Select Site -> Landscape Type ->          -> Landscape Type Name -> Save

– Select Site -> Sprinkler Type ->          -> Sprinkler Type Name, Nickname -> Save 



 Site(s) -> Setup Controller(s)
– Click on Add Controller 

– Select Controller type

– Enter controller name, IQNet type, connection type, weather source

– For IP connection, enter IP address and Port number



 Controller(s) -> Programs
– Select controller - > Select Program to setup -> Edit

– Enter program name, adjust %, Sumulstations #, station delay, ET Adjust type, Start Days, Start Times

– Click on Save



 Program(s) -> Sensor(s)
– Click on Sensors

– Select sensor to setup -> Edit

– Enter sensor name, model, address (LXD, LXIVM, LXIVM Pro), state and settling time

– Click on Save



 Program(s) -> Master Valve(s)
– Click on Master Valves

– Select master valve to setup -> Edit

– Enter master valve name, address (LXD, LXIVM, LXIVM Pro), type, FloZone and FloZone flow rate

– Click on Save



 Program(s) -> Station(s)
– Click on Stations

– Select station to setup -> Edit

– Enter station name, address (LXD, LXIVM, LXIVM Pro), priority, flow rate, landscape type, sprinkler type, 

cycle time, soak time, sensor and FloZone #

– Click on Save



 Program(s) -> Assign stations to programs
– Click on Programs

– Select program to setup -> Edit          

– Click on Add Station ->        -> select station(s) to add to the program

– Click on Submit



FREQUENTLY ASKED QUESTIONS



FAQs


