Performance Data: Rain Bird® 900 Series Nozzles

HIGH PERFORMANCE NOZZLES

#44 Blue
Base Pressure  Radius| Flow
(psi) (f) | (gpm)
60 63 214
70 67 23.5
80 71 24.7
90 71 26.5
100 73 279

Metric Performance Data: Rain Bird® 900 Series Nozzles

HIGH PERFORMANCE NOZZLES

Base #44 Blue

Pressure  Radius;  Flow

(bars) (m) | (I/s) (m¥/h)
4.1 192 | 135 485
45 198 | 142 51
50 207 | 150 540
55 216 | 155 559
6.0 216 | 164 590
6.5 219 | 1.71 6.16
6.9 223 | 176 635

#48 Yellow

Radius
(m)
223
22.3
224
228
233
23.5
235

Flow
(I/s) (m3/h)
182 6.56
189 6.81
200 7.22
214 772
219 7.88
224 8,06
228 822

#52 Orange

Radius
(m)
229
235
24.2
24.7
24.7
24.9
25.3

Flow
(I/s) (m3/h)
201 7.25
210 757
222 800
234 841
245 881
255 9.19
264 949

#56 Green

Radius
(m)

250
255
259
263
268
27.1

Flow
(I/s) (m¥h)
248 894
261 940
274 987
287 1034

3.00 10.80
310 11.15

#48 Yellow #520range | #56 Green #60 Black
Radius | Flow | Radius | Flow | Radius | Flow | Radius | Flow
(f) | (gpm) | () | (gom) | () | (gpm) | (f) | (gpm)
73 289 75 319 - -
73 319 79 346 83 40.7 87 43.2
75 34.1 81 37.1 85 435 91 46.4
77 35.0 81 39.5 87 46.4 91 49.5
77 36.2 83 418 89 49.1 91 52.2

#60 Black

Radius
(m)

26.2
268
21.7
27.7
21.7
27.7

Flow
(I/s) (m3/h)

263 947
2.78 10.00
292 10.52
320 11.86
320 11.86
329 11.86

#64 Red
Radius | Flow
(f) | (gpm)
91 47.2
93 51.0
95 54.0
97 57.1

#64 Red

Radius
(m)

274
279
283
28.8
29.2
29.6

Flow
(I/s) (m/h)
2.88 1035
3.04 1094
321 11.56
335 12.06

349 1257
360 12,97
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Performance Data: Rain Bird® 950 Series Nozzles
DUAL SPREADER™ NOZZLES

Base  #18 White-C
Pressure Radius| Flow
(psi) (ft) | (gpm)
60 70 | 195
70 72 | 213
80 74 | 229
90 75 | 244
100 76 | 258

Metric Performance Data: Rain Bird” 950 Series Nozzles

DUAL SPREADER™ NOZZLES

Base #18 White-C

Pressure Radius|  Flow

(bars) (m) | (I/s) (m/h)
4.1 213 113 4483
4.5 217 1129 464
50 21 1137 493
5.5 205 144 519
6.0 208 151 544
6.5 230 [ 158 568
6.9 232 163 586

#20 Gray-C
Radius| Flow
(ft) | (gpm)
72 | 230
74 | 251
76 | 270
78 | 28.7
80 | 305

#20 Gray-C
Radius| ~ Flow

m) | {Ifs) (m’h)
219 145 522
23 152 548
27 {161 581
232 170 6.12
236 |1.78 640
240 1186 6.69
2441192 693

#22 Blue-C
Radius| ~ Flow

(m) | (Ifs) (m/h)
206 (167 606
229 | 175 629
235 185 6.66
2441195 701
248 | 204 734
253|212 764
256 | 218 786

#22 Blue-C | #24 Yellow-C
Radius | Flow |Radius| Flow
(ft) |(gpm)| (ft) | (gpm)
74 | 265 | 76 | 308
76 | 288 | 80 | 335
80 | 309 | 8 | 360
82 | 329 | 88 | 384
84 | 346 | 90 | 405

#24 Yellow-C
Radius| ~ Flow

m) | (s) (m?h)
23219 7.00
238 1203 732
0.7 1215 175
256 227 816
265 | 238 856
2711248 893
214 1 256 920

#26 Orange
Radius|  Flow

m) | (fs) (m*h)
238|227 818
2441236 850
2511249 895
256 | 261 941
260 | 270 973
265 | 283 10.18
268 | 295 1061

#26 Orange | #28 Green
Radius | Flow [Radius| Flow
(ft) |(gpm)| (ft) |(gpm)
78 | 36.0 -
82 | 387 | 84 | 429
84 | 415 | 86 | 473
86 | 434 | 89 | 485
88 | 467 | 91 | 522

#28 Green
Radius| ~ Flow

(m) | (/) (m?h)

25
258
262
269
274
217

260 944
278 10.00
298 10.72
304 1093
316 1137
329 1186

#30 Black
Radius| Flow
(ft) | (gpm)
84 | 473
86 | 504
90 | 529
92 | 558

#30 Black
Radius| ~ Flow

(m) | (Ifs) (mh)

25.
58
262
271
277
280

290 -

303 1092
318 1143
329 1185
3421230
352 1267

#32 Brown
Radius| Flow
(ft) | (gpm)
84 | 504
85 | 53.1
88 | 55.6
92 | 594

#32Brown

Radius
(m)

253
057
259
266
213
280

Flow
(/fs) (m*/h)
310 1117
3.22 11,60
335 12.05
346 1246

361 1300
375 1349
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Performance Data: Rain Bird® 550 Series Nozzles

CASCADE NOZZLES

Base Pressure
(psi)

#51 - Blue
#52 - Beige
#53 - Gray
#54 - Red

Base Pressure
(bars)

#51 - Blue
#52 - Beige
#53 - Gray

60 70 80 90 100
Radius | Flow Radius Flow | Radius | Flow Radius | Flow | Radius | Flow
(ft) (gpm) (ft) (gpm) | (ft) (gpm) (ft) (gpm) | (ft) (gpm)
28 7.25 30 7.85 31 8.25 32 8.42 32 8.60
35 7.20 35 7.70 37 8.30 39 8.80 39 9.10 i
45 940 45 10.10 45 10.80 45 11.50 45 12.00 a é
49 11.20 48 12.00 49 12.80 49 13.00 49 13.60 G %
(W)
Metric Performance Data: Rain Bird® 550 Series Nozzles % =
¥
4.1 4.8 5.5 6.2 6.9 N o
Radius | Flow | Radius | Flow | Radius | Flow | Radius | Flow | Radius | Flow ‘ S
(m) (m3/h) (m) (m3/h) | (m) (m3/h) (m) (m3/h) | (m) (m/h) *
8.5 1.65 9.1 1.78 94 1.87 9.8 1.91 9.8 1.95
10.7 1.64 10.7 1.75 11.3 1.88 11.9 2.00 119 2.07
13.7 2.13 13.7 2.29 13.7 245 13.7 2.61 13.7 2.73
149 2.54 149 2.73 149 291 14.9 2.95 149 3.09

#54 - Red




Performance Data: Rain Bird® 500 Series Nozzles

CASCADE NOZZLES

Base Pressure
(psi)

#51 - Blue
#52 - Beige
#53 - Gray
#54 - Red

Metric Performance Data: Rain Bird” 500 Series Nozzles

CASCADE NOZZLES

Base Pressure
(bars)

#51 - Blue
#52 - Beige
#53 - Gray
#54 - Red

Radius
(ft)

28
35
43
47

4.1 4.8 5.5 6.2 6.9
Radius | Flow Radius Flow | Radius Flow | Radius Flow | Radius
(m) (m3/h) (m) (m3/h) | (m) (m3/h) (m) (m3/h) | (m)
8.5 1.65 0.1 1.78 94 1.87 9.8 1.91 0.8
10.7 1.64 10.7 1.75 10.7 1.88 11.3 1.98 11.3
13.1 2.13 13.7 2.29 13.7 245 13.7 248 13.7
14.3 2.54 14.3 2.73 14.3 291 14.3 2.95 14.3

60 70 80 90
Flow Radius | Flow | Radius | Flow Radius
(gpm) (ft) (gpm) | (ft) (gpm) (ft)
7.25 30 7.85 31 8.25 32
7.20 35 7.70 35 8.30 37
9.40 45 10.10 45 10.80 45
11.20 47 12.00 47 12.80 47

Flow
(gpm)

8.42
8.70
10.90
13.00

100
Radius | Flow
(ft) (gpm)
32 8.60
37 9.10
45 11.20
47 13.20

Flow
(m3/h)

1.95
2.07
2.54
3.00

All data is generated from tests conducted in accordance with ASAE Standard $398.1 for at least 30 minutes in zero-wind conditions. Rain Bird recommends
the use of SPACE for Windows,® equivalent program or derived performance data to optimize nozzle selection.
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Performance Data: Rain Bird” 700 Series Nozzles

DUAL SPREADER™ NOZZLES

50 60 70 80 90 100
Base Pressure  Radius| Flow | Radius | Flow | Radius | Flow | Radius | Flow | Radius | Flow | Radius | Flow
(psi) (ft) | (gpm) [ (ft) | (gpm) | () | (gpm) | () | (gpm) | (f) | (gpm) | (ft) | (gpm)
#28 - White 57 18.0 59 19.7 59 213 61 22.8 61 24.1 61 25.5
#32 - Blue 61 219 63 228 65 24.5 65 274 67 29.0 67 29.6
#36 - Yellow 65 23.2 65 25.5 65 27.5 67 29.5 65 31.2 67 329
#40 - Orange 65 255 67 27.8 /1 29.8 71 319 73 339 73 356
#44 - Green - 71 30.7 69 33.0 71 35.2 75 37.5 75 39.5
#48 - Black - - - - 73 37.0 77 394 79 41.8 77 438

50 60 80 90 100
Base Pressure Radius Flow Radius  Flow  Radius Flow Radius Flow  Radius  Flow Radius  Flow
(psi) () (gpm) () (gpm) ~ (f)  (gpm) ()  (gom) ()  (gpm) (ft)  (gpm)
#16 WTN - Gray - 56 16.3 56 17.5 60 18.5 62 20.2 63 21.1
#18 WTN - Red 58 19.0 61 209 65 223 65 23.2 65 24.2
#22 WTN - Black -- - -- 65 27.6 65 348 67 38.8 71 40.5
LOW ANGLE NOZZLES

50 60 80 90 100
Base Pressure Radius Flow Radius  Flow  Radius Flow Radius Flow  Radius  Flow Radius  Flow
(psi) () (gpm) () (gpm)  (f)  (gpm) ()  (gom) ()  (gom) (ft)  (gpm)
#32LA - Gray 57 19.5 59 216 61 23.5 63 255 65 274 67 29.1
#36LA - Red - 61 24.2 63 26.3 65 284 67 309 67 33.1
#44LA - Brown - 67 345 69 36.4 71 389 Al 41.7
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Metric Performance Data: Rain Bird® 700 Series Nozzles
DUAL SPREADER™ NOZZLES

Base 3.4 4.1 4.8 55 6.2 6.9
Pressure Radius| Flow  [Radius| Flow |Radius| Flow |Radius| Flow |Radius| Flow  [Radius|  Flow
(bars) (m) | (/s) (m3h) | (m) | (I/s) (m3h)| (m) | (I/s) (m3h)| (m) | (I/s) (m3h)| (m) | (I/s) (m¥h)| (m) | (I/s) (m¥/h)
#28-W 174 | 114 409 | 180 | 124 447 | 180 | 134 484 | 186 | 144 518 | 186 | 1.52 547 | 186 | 161 579
#32-B 186 | 138 497 | 192 | 144 518 | 198 | 1.55 556 | 198 | 1.73 622 | 204 | 183 6.59 | 204 | 1.87 6.72
#36-Y 198 | 146 527 | 198 | 161 579 | 198 | 173 625 | 204 | 186 670 | 198 | 197 7.09 | 204 | 208 747
#40-0 198 | 161 579 | 204 | 175 631 | 216 | 188 6.77 | 216 | 201 725 | 223 | 214 770 | 223 | 225 8.9
#44 -G - - | 216|194 697 | 210 | 208 749 | 216 | 222 799 | 229 | 237 852 | 229 | 249 897
#48-BLK - - - - - - | 223 ] 233 840 | 235 | 249 895 | 241 | 264 949 | 235 | 276 9.95
Base 3.4 4.1 4.8 5.5 6.2 6.9
Pressure  Radius| Flow  |Radius| Flow |Radius| Flow |Radius| Flow [Radius| Flow |Radius|  Flow
(bars) (m) | (/s) (m3h) | (m) | (I/s) (m3h)| (m) | (I/s) (m3h)| (m) | (I/s) (m3/h)| (m) | (I/s) (m¥h)| (m) | (I/s) (m¥/h)
#16WTN -G - = | 1711103 370 | 171 | 110 397 | 183 | 117 420 | 189 | 1.27 459 | 192 | 133 479
#18WTN - R 177 | 120 432 [ 186 | 132 475 | 198 | 141 506 | 198 | 146 527 | 198 | 153 550
#22WTN-BLK - - - - - - [ 198 | 174 627 | 198 | 220 790 | 204 | 245 881 | 216 | 256 9.20
Base 35 4,0 4.5 50 535 6.0 6.5 6.9
Pressure Radius| Flow  [Radius] Flow [Radius] Flow [Radius| Fow |Radius| Flow |Radius] Fow [Radius| Flow  |Radius| Flow
(bars) M) | (/fs) e m) | (/) (| (m) | (/) (30| (m) | (s) (b)) | (Us) (b)) () | (Fs) (nim)| () | (Us) (i) | (m) | (1Fs) (m¥h)
#3)A-G 174 |13 443 1179 | 134 481 | 183 | 143 513 [ 187 [ 151 545 [ 192 [ 161 578 [ 196 | 1.69 609 | 20.1 | 1.77 639 | 204 | 184 661
#36LA-R ~ = | 184 (149 538 (189 | 160 575 | 194 | 169 609 | 198 | 179 644 | 202 | 190 685 [ 204 | 201 723 | 204 | 209 752
#44LA - Br = | = = 11981200 753|206 | 221 794 | 210 | 229 826 | 215 | 241 867 | 216 | 253 911 | 216 | 263 947
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Metric Performance Data: Rain Bird® 751 Series Nozzles
DUAL SPREADER™ NOZZLES

Base
Pressure  Radius

(bars) (m)
#20-G 11.3
#22-R 12.2
#28-W 168
#32-B 18.0
#36-Y 186
#0-0 192
#44 -G

#48 - BLK

WIND TOLERANT NOZZLES

Base
Pressure  Radius
(bars) (m)

#1I6WIN-G
#18WIN-R
#22WIN- BLK -

34

Flow
(I/s) (m3/h)

040 1.60
052 1.89
096 345
108 3.88
121 434
137 493

34

Flow
(I/s) (md/h)

Radius
(m)

118
13.7
174
186
19.2
204
19.8

Radius
(m)

183
19.2

4.1

Flow
(I/s) (m3/h)

049 177
060 216
106 3.82
117 422
131 472
150 541
166 597

4.1

Flow
(I/s) (md/h)

099 357
119 4.27

Radius
(m)

11.9
13.7
18.0
186
19.8
21.0
21.0
21.0

Radius
(m)

18.9
19.2
19.8

4.8

Flow
(I/s) (m3/h)

053 191
064 232
114 411
126 454
143 513
162 5.81
179 643
198 7.13

4.8

Flow
(I/s) (md/h)

105 3.79
126 454
.74 6.27

Radius
(m)

125
13.1
18.0
18.6
204
21.0
21.6
223

Radius
(m)

18.9
19.8
198

3.5

Flow
(I/s) (m3/h)

056 2.02
068 245
122 438
135 486
151 545
173 6.25
192 6.90
213 765

3.5

Flow
(I/s) (md/h)

112 404
135 486
226 813

Radius
(m)

18.0
19.2
21.0
21.6
21.6
229

Radius
(m)

19.5
204
204

6.2

Flow
(I/s) (m3/h)

1.29
142
161
1.82
203
2.25

4.66
511
5.79
6.56
729
8.11

6.2

Flow
(I/s) (md/h)

119 427
143 516
237 854

Radius
(m)

174
19.2
21.0
21.6
223
223

Radius
(m)

20.1
204
21.6

6.9

Flow
(I/s) (m3/h)

1.36
1.51
1.67
1.94
215
238

4.88
543
6.02
6.97
1.14
8.56

6.9

Flow
(I/s) (md/h)

129 463
151 545
259 933
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Performance Data: Rain Bird” 751 Series Nozzles

DUAL SPREADER™ NOZZLES

50 60 70 80 90 100
Base Pressure  Radius Flow | Radius  Flow | Radius Flow |Radius Flow | Radius Flow | Radius Flow
(psi) (f) | (gom) | (f) | (gom) | (ft) | (gpm) | (ft) | (gpm) | (ft) | (gom) | (ft) | (gpm)
#20 - Gray 37 7.0 39 7.8 39 8.4 41 8.9
#22-Red 40 8.3 45 95 45 10.2 43 10.8
#28 - White 5 | 152 57 16.8 59 18.1 59 193 59 20.5 57 215
#32 - Blue 59 17.1 61 18.6 61 20.0 61 214 63 22.5 63 239
#36 - Yellow 61 19.1 63 20.8 65 22.6 67 24.0 69 25.5 69 26.5
#40-Orange 63 21.7 67 23.8 69 25.6 /1 27.5 71 289 /1 30.7
#44 - Green 65 26.3 69 28.3 71 304 71 32.1 73 34.1
#48 - Black - - - 69 314 73 33.7 75 35.7 73 37.7

50 60 70 80 90 100
Base Pressure  Radius  Flow |[Radius  Flow | Radius Flow | Radius Flow | Radius  Flow | Radius  Flow
(psi) (f) | (@em) | () | (gom) | (O | (@pm) | (ft) | (gpm) | () | (gpm) | (f) | (gpm)
#16 WTN - Gray 60 15.7 62 16.7 62 17.8 64 18.8 66 20.4
#18 WTN - Red 63 18.8 63 20.0 65 214 67 22.7 67 240
#22WTN - Black -- 65 27.6 65 358 67 37.6 /1 41.1
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