
Add WiFi connectivity to popular controllers with 
Rain Bird LNK2 WiFi Module. LNK2 helps make jobs 
easier and your business more profitable! A simple 
and affordable solution for controllers without built-in 
WiFi, LNK2 installs in seconds without tools. Innovative 
Quick Pair Technology creates a fast and secure 
connection with your iOS or Android device. After a 
quick setup you’ll be able to monitor multiple sites 
with ease—right from your mobile device! 

Compatible with:

*Must be 2016 or newer (with visible WiFi symbol on the front panel)

 u ESP-TM2 
 u ESP-ME3
 u ESP-ME*

 u ESP-RZXe 
 u ESP-LXME2
 u ESP-LXIVM

A Plug-in Upgrade for 
Smartphone Control

Automatic Weather
Based Adjustments

Save up to 30% in water usage! 
Automatically adjusts watering 
based on historical weather 
averages, yesterday’s weather 
and tomorrow’s forecast. 

Effortless Installation

Fast, seamless, and secure 

setup. Plug in and program in 

seconds—no tools necessary!

Convenient Remote Access

Use your phone like a wireless 
remote. Adjust programs from 
anywhere in the world. 

LNK2™ WiFi Module
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Oh, it’s raining…"Alexa, ask Rain Bird to 
suspend irrigation.” 

Oh, it’s raining…"Alexa, ask Rain Bird 
to suspend irrigation.”

Oh, it’s raining…
"Alexa, ask Rain Bird to suspend irrigation.”

SMART Home Compatible

Voice-activated control enhances 
convenience for your customers!

The Rain Bird Mobile App

Save Changes

Weather Forecast
View today’s weather 
and the 5-day outlook

Edit Program
Activate Auto, Seasonal 
Adjust, change watering 
schedule

Settings
Update app notifications, network 
settings, controller passwords, 
and smart home options

Seasonal Adjust %
View automatic seasonal 
watering adjustment

Next Scheduled Event
View Zone, Start Time 
and Run Time of the next 
scheduled irrigation event.

WiFi Tab
Measure WiFi signal 
strength at the controller.  
RSSI values larger than -70 
(-70’s, -80’s or -90’s) indicate 
need for signal booster.

Return to Login Screen
Send access invitations, 
add/remove controllers, or 
view all controllers

Edit Timer Name
Change the designated 
name of the timer.

Calendar View of 
Watering Schedule
View the watering schedule in 
convenient calendar form

Manually Water Zone
Choose a Zone to start 
watering immediately

Manual Water Delay
Up to 14 day delay

Add/Remove Zone
Click to add or remove a 
Zone from the schedule


