
LATCHING PUMP START ACTUATOR FOR THE ESP-LXIVM

Required Components

1x Nema Enclosure 6”H x 6”W x 4”D
1x Relay Socket Tyco Electronics 27E893
1x DC Latching Relay Potter & Brumfield KUL-11D15S-24
1x IVM-OUT Rain Bird IVMOUT
2x Wire Connectors Rain Bird WC20

ESP-LXIVM LATCHING PUMP START ACTUATOR SETUP

This setup will allow the ESP-LXIVM 2-wire controller to operate a pump 
connected to the 2-wire path
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NEMA Enclosure
6”H x 6”W x 4”D

Rain Bird LX-IVMOUT

2x Wire Connectors
Rain Bird WC20

DC Latching  Relay
Potter & Brumfield
KUL-11D15S-24

Relay Socket
Tyco Electronics 
27E893
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Connect the relay socket to the pump station

Power to Pump 
Start Relay (Neutral)

Power to Pump 
Start Relay (Hot)

Pump Station 
(power supply not shown)

Ground Terminal Pump Start Relay
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Connect the relay socket to the 2-wire path

From IVM-OUT black 
cable with white stripe

From IVM-OUT red 
cable with white stripe

LX-IVMOUT

2-Wire Path
To LX-IVM Controller
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Connect the relay socket to the power source
From Power Source
(Neutral)

From Power Source
(Hot) (24 or 120v)
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Check the wiring is correct
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